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OS Compatibility/Support - OS Compatibility/Support

Microsoft Windows 2000, Microsoft Windows XP

(Embedded, Pro) Linux Embedded

Processor - ULV Mobile Processor

Display Support - VESA monitor support Colors: 8-bit,

16-bit, 32-bit

Video - selectable, up to 1600x1280

Audio -  (optional) Software Ac’97 Audio CODEC

Hardware Monitoring - System, processor temperature

and voltage monitor

Networking - TCP/IP with DNS and DHCP, 10/100 Base T fast

Ethernet, twisted pair (RJ-45), Point to Point protocol (PPP)

Wireless : IEEE 802.11b, 11Mbps

IEEE 80211a, 54Mbps

IEEE 802.11g, 54 Mbps

UHF or VHF radio data transmission module

Detailed Specifications

VIA Eden ESP10000 1GHz embedded CPU 

Supports 100/133MHz FSB 

One SO-DDR socket with a max. capacity of 512MB 

VIA CLE266/VT8235 system chipset 

Winbond W83697UF super I/O chipset 

VIA CLE266 graphics controller

RealTek RTL8100BL Ethernet controller

AC97 3D audio controller

Temperature: 0~+60°C (operating)

GSM/GPRS/WiFi/CDMA/CDPD network options 

Fast PCI ATA/33/66/100 IDE controller

CompactFlash card adapter, PCMCIA, four COM, four

USB2.0

DC and/or AC power supply 

CMOS: Battery backup

TV-Out function

Ports

Front Panel

1 x USB 2.0 / 1.1 Port

Power-on button

Reset button

Power-on LED

Back Panel

4 RS232 (RS232/422/485)

1 x RJ45 10/100Mb Fast Ethernet

1 x Line-Out output Jack

1 x USB 2.0 / 1.1 Ports

1 x 15 pin VGA

1 x 12 DC Power Jack input

1 x MIC Port

Dimensions (L x W x H) 11.1 cm x 19.3 cm x 5.5 cm 

(4.4” x 7.6” x 2.2”)

Power +7~+26V wide range single DC power in

(AC Power Adapter optional) 
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DIN Rail Mounting Panel Mount


